Our Luxor railing design features a stainless steel solid double-bar post along with stainless steel top cap, stainless steel through-glass button or glass clamp mounts and grip rail. This railing adapts to the rake of any stair and may be fascia mounted.
Luxor™ Series

Tech Specifications

- **Material:** Stainless steel top cap with 304 or 316 stainless steel posts and fittings
- **Height:** 42” or Custom
- **Standard spacing:** 4’ On Center - Standard (Custom spacing available dependent upon engineering)
- **Mount Type:** Top or Fascia
- **Top Rail:** Stainless steel - 2.5” Diameter with circumferential #4 finish
- **Handrail:** 1.5” Diameter 304 or 316 stainless steel with circumferential #4 finish
- **Post:** 304 or 316 Stainless steel with circumferential #4 polish
- **Fittings:** 304 or 316 Stainless steel fittings
- **Saddle:** 304 or 316 Stainless steel - Satin
- **Infill options:** Glass: 9/16” laminated glass - Standard (Multiple Glass Configurations Available)
- **ASTM STDS:** A240/A240M/A554/A555/A666 (Stainless), C1048-12 (Glass), F837-08 & F2281-04 (S/S Hardware)
Support Rods and Stair Guardrail Configuration

Support Rods and Guardrail Configuration

Common Mounting Options
Glass Clamps and Stair Guardrail Configuration

- **SS TOP CAP**
- **SS TOP CAP SADDLE ASSY**
- **SS TOP CAP SADDLE ASSY HOLDER**
- **SS GLASS CLAMP**
- 1 1/2” O.D. SS TUBE HAND RAIL (1/8” WALL)
- SS ADJUSTABLE HANDRAIL BRACKET
- 2 1/2” X 2” SS BAR
- 9/16” LAMINATED GLASS – STANDARD (MULTIPLE GLASS CONFIGURATIONS AVAILABLE)
- 3/4” X 2” THICK STEEL MOUNTING PLATE WELDED TO STRINGER

Glass Clamps and Guardrail Configuration

- **SS TOP CAP**
- **SS TOP CAP SADDLE ASSY**
- **SS TOP CAP SADDLE ASSY HOLDER**
- **SS GLASS CLAMP**
- 9/16” LAMINATED GLASS – STANDARD (MULTIPLE GLASS CONFIGURATIONS AVAILABLE)
- 2 1/2” X 2” SS BAR WELDED TO BASE PLATE
- 4” X 4” SS BASE PLATE
- (4) 3/8” ANCHORS